Stainless Multistage Centrifugal Pump
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Application

¢ High in water pressure, durable and suifable
for drinkingand clean water, public facility
water system to home, residence, building

and various factory
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Selected Material

& All water contact part made from stainless steel for highest durability and rust proove.
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Mechanical seal: Ceramic-graphite

Pump Body: Srainless steel SUS304 wanfineata wowmandin-nanlna
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Motor frame: Aluminium with

high ventilation system and

coatfing for corrosion resistance

Impeller and Diffuser: Srainless steel SUS304 {nsanowed Nﬁﬂ?’mﬂﬁumﬂﬂn
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Performance Specifications
MODEL T Current (A) FLOW| m¥H.r| 0 | 24 | 36 | 48 | 6.0 | 72 | 84 | 96 |10.8 | 120|150 18.0 | 21.0 | 24.0 | 27.0 | 30.0
1@, 220V 50Hz | 3@, 380V 50Hz 1@, 220V | 3@, 380V | RATE | ymin.| o | 40 | 60 | 80 | 100 | 120 | 140 | 160 | 180 | 200 | 250 | 300 | 350 | 400 | 450 | 500
SMH-11058 SMH-1105T 15 9.7 37 TOTAL HEAD 484 | 442|422 309|369 339|304 |26.1 208|154 - -
SMH-15055 SMH-1505T 2 15.0 56 m) 54,5|531|525|51.9|51.3|49.9 | 485 | 46,6 | 44.3| 41.9|343|23.8| - -
SMM-15058 SMM-1505T 2 15.0 5.6 39.6|38.3|37.7|37.0| 364|357 |351|34.3|33.3|323|29.7|265|227|19.1| 152 106
Above perfarmance data are intended for continuous work with water 20°C temperature and 1kg/em? density, kinematics viscosity 1mm2/s,
atmospheric pressure (100 kPa). Operation test according to UNI - ISO 2548 ANNEX B
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MODEL BORE SIZE (Inch) DIMENSIONS (mm.) WEIGHT (kg.) | NUMBER of
Irgosany (10) | Imwenu(32)| DNt | DNz | a f h | nt | n2| w| s | 1o | ag | MPELER
SMH-11058 | SMH-1105T 15" 115" 137 456 237 107 207 187 9 18.0 | 16.0
SMH-15058 | SMH-1505T 1%" 114" 137 499 | 2675 | 108 207 178 9 230 | 184 4
SMM-1505S | SMM-1505T 2" 2" 162 521 | 2675 | 107 207 202 9 236 | 210 3




