PSP-105SR

Plastic Submersible Pump with RCD

dupugathiSouwanadnwseouaunsnilopAulwsd

- (7 °
v NEW; ;
STRAINER @ ) ownr o | [
=/ QMS 03144/748 Qo02 2
la l'g est Certificate No. : AJA02/5857
particle .
throughlet Special Features

up fo 10 mm.

]
S e Winout Build-in Residual Current Device (RCD) Equipment
nsa9in STRAINER which suddenly cut circuit when leakage current
oo B A over 30mA occur. This will ensure supremely safety
Tdnuinnd Dry up ‘ I gt
o a or users or animal around the pump.
fogaun water 5 L. © PP o
. up fo 2 mm. wsangunsninsradunszud s Feaziniasiuii
WAL - Lo
- LANSzaEsL AN 30mA
09 10 HA. - o o
WaRHUaanAfeIEAUgIgn
ABAAZLNTI T
¥ dwsugldon nSadniides
N3aduaan
o o oof anan1zlngn
gunlat
STAUFER
f9 2§y

% Build-in automatic thermal protector to protect motor

. . from burning even when impeller is being locked.
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Pumping|  Type of | Drainage waste water and Effluent
Fluid Fluid pH 5-9 % High-grade ABS plastic structure for high impact
Temperature | 0 ~ 40°C rfswtc!nce and ||;gh'rer Wilgtlf.
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| Semi- T o ¥ o
e mpeter em-open Type LaSHIWIAWALUN
G | Shaft Sedl Double Mechanical Seal with Oil Chamber
"g “ | Lubricant Shell Ondina Oil 32 (Medicinal white Oils)
(73]
E— Frame Cover | ABS
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® | T | Casing ABS Cable
..l‘[’ Connection
2 Impeller Fiber-reinforced Plastic
. F C
M.Seal Ceramic/ Carbon Capacitor e (/:);Z;
Dry Type Submersible Induction Motor (IP68
Motor ry lype ou | ucti ( ) Ball Bearing Thermal Protector
2P, Insulation Class E I
Supply 10, 220V, 50Hz Inside Frame Stator
5 (Painted Aluminum)
3 | Protector Miniature Thermal Protector Rotor
o] . .
2 Bearing Double Shielded Ball Type Shaft Mechanical Seal
Frame Aluminum with special coating GU9
'g Bracket Fiber-reinforced Plastic Bracket Oil Bath
S (Thermo Plastic)
=S | Shaft SUS303 Separator
Casi
Cable HO5-VVF-3C x 0.75mm? x 3.5m (ABS) ' ' impeller
Discharge Bore External Thread + Hose Coupli == (A8
pling . _
T~ : Strainer ALY B W N NN
ot suitable for seawater, strong acid or alkali liquid. (ABS) i 1)
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FOOD GRADE ]
LUBRICATION OIL Able to drain water

in low level without
heating problem
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Equipped with serarator and double mechanical seal With special Paint on inside frame, to ensure corosion
in food grade lubricat oil for KOI friendly. resistance even apply with salted water in fish pound.
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Applications
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Most suitable for circulate water in Ensure safety use for drainage flood water
Japanese“KOI” pond or other aquariums tank. where people or animal in water.
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Performance Specifications
Maximum . .
Motor Output Weight | Solid Passage
Model Phase Supply Head | Flow Rate | Current
W | H ) (kg) (mm)
p (m) | (I/min) (A)
PSP-105SR | 0.10 1/8 Single | 220V, 50Hz 78 80 1.1 3.2 8 <
HS BS A B @ D E F J H -
with strainer 17 | 25mm | 78 | 58 | 148 | 201 | 165 | 545 | 546 | 2456
without strainer | 17 | 25mm | 78 | 58 | 148 | 187 | 2.5 | 545 | 406 | 2316

unit: mm




