High Head Centrifugal Pump
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ACH-375S

Performance Range

% Power up fo 3 HP (2.2 kW)
% Flow Rate up to 160 L/min.
% Total Head up to 56 m.

ACH-755S

WCH-1505S

Application

% Supply water for domestic and civil application, especially for an automatic system

with small and medium surge tank. Transferring water for decoration fountain, etc.
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Impeller Selection

Stainless Steel (SUS304) projection welding impeller : Stainless Steel (SUS304) laser welding impeller :

For ACH-375S, ACH-755S, ACH-1105S For WCH-1505S/T, 2205S/T
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% Provide highest accuracy < Provide 2 times welding strength than resistance welding
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& Pass through 1,000,000 cycles running life test % Pass through 1,000,000 cycles running life test

lun1enageulEuLiunIi 1,000,000 $0UN1TYIN9NU Hrun1enagoulEuLiundi 1,000,000 $0UN1TVIN9NU

10)



/,——\ — S MEATH
SUPER PUMP

- N\

WCH-22058,
50
WCH-15055, WCH. 15057
40 ACH-11055 \'--._\"-._
ACH 7555
Head (m.) 30 ‘*a-_%
S — \
20 —ACH-3755 ""“"**'-\ T~
10
0 20 40 60 80 100 120 140 160 180
Flow Rate (L/min.)
Performance Specifications
MODEL yp | Max Curtent (4) | FLOW mHr.| 0 | 12| 24| 36| 48| 60| 72| 78| 84| 96
10, 220V 50Hz | 30, 220V/380V 50Hz 10, 220V | 3@, 380V | RATE | min.| 0 | 20 | 40 | 60 | 80 | 100 | 120 | 130 | 140 | 160
ACH-375S - 05 | 32 . 247|215| 191|157 11.9
ACH-755S : 1 7.3 : 37.7| 34.8| 33.1| 31.7| 29.2| 25.3| 175
TOTAL HEAD
ACH-1105S - 15| 84 - m) 403 | 36.8| 34.9] 335 31.3| 28.4| 23.0| 16.4
WCH-1505S WCH-1505T 2 14.0 49 483 47.8| 46.6| 44.8| 422 38.8| 30.4| 26.2| 21.9
WCH-2205S WCH-2205T 3 16.8 57 56.4|52.4|50.7| 49.0| 46.5| 43.4| 38.1| 34.3| 30.4| 21.2

Above performance data are intended for continuous work with water 20°C temperature and 1kg/cm3 density, kinematics viscosity
1mm2/s, atmospheric pressure (100 kPa). Operation test according to ISO 9906.
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MODEL BORE SIZE (Inch) DIMENSIONS (mm.) WEIGHT (kg.)
Iwaesans (19) | Iwawans (3G) | DN1 DN2 a f h1 h2 n1 n2 wi w2 s 10 30
ACH-375S - 1" 1" 42 | 2317 | 85 214 135 171 77 - 12 7.8 -
ACH-755S - 1" 1" 44 301.5 112 262 160 210 94 - 15 15.0 -
ACH-1105S - 1" 1" 44 | 3015 | 112 262 160 210 9 - 15 15.9 -
WCH-1505S WCH-1505T 11/4" 1" 51.5 424.8 132 307 190 240 89 - 15 39.5 38.1
WCH-2205S WCH-2205T 11/4" 1" 51.5 424.8 132 307 190 240 89 - 15 39.5 39.0




